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CAMSHAFT SENSOR 2
(FOR 6 AND 8
CAMSHAFT CYLINDERS VERSION,
SENSOR 1 OPTION

SUPPLY - 5V OR 12V

GND

SUPPLY - 5V OR 12V

DIESEL ECU
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' CONNECTORS

DIAGNOSTIC
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-LPG or CNG INJECTORS

L1
— i BLUE-RED
7

(+12v)

GREY-YELLOW

DIESEL/LPG
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RED

RED-BLACK
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K GREY-ORANGE
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@ \\s\ = BLUE-RED
6 CYLINDERS (+12v)
VERSION K GREY-VIOLET
u7
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K GREY-BLACK
us A
DN @ — & BLUE-RED
8 CYLINDERS - *12v)
VERSION ! GREY-WHITE

DIESEL INJECTOR
(applies to engines fueled via
Common Rail only)

RED-YELLOW

DIESEL
ECU

BLUE-YELLOW

ATTENTION !!!

Proper fuse needs to be placed
into the socket.

ACCELERATOR PEDAL

25A
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6 cylinders version
4 cylinders version

BROWN
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TO INLET
MANIFOLD
cas PG
outeut FILTER
GAS PRESSURE and TEMPERATURE
SENSOR
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Wiring diagram
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LPG/CNG INJECTION CONTROLLER

STAGDIESEL-8

CT-04-2K(F)
REDUCER
BLACK
GAS BLUE
OUTPUT WATER
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LPG
ELECTRO-VALVE
Manufacturer:

AC Spoétka Akcyjna

“04-115.95.00.3 z dn. 07.11.2014”
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MULTI VALVE

74 15-181 Biatystok, ul. 42 Putku Piechoty 50, Poland
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H) (H Color of cables connected to the fuel
o e | . .
pressure sensor (important for vehicles
[ I ] [ I [ eqquiped with two sensors).
‘ Lol ‘ L Car Sensor Colour
Toyota Hilux No. 1 red-orange
2012 year | No. 2 green-red
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DIESEL H
e ATTENTION !!! :
pe— In case there is lambda probe H
missing in your vehicle, please H
UEGO vv_eld one in a_nd connect to the UEGO !
SENSOR wire set.Existing lambda should SENSOR |
wideband be soldered to the appropriate wire wideband i
and new (additional) lambda |
should be connected by a plug. i
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" =
1
_: NOCONNECT | pG LEVEL SENSOR
WPG VIOLET, VIOLET-BLACK,
1 WHITE WHITE
1
u
glj g\j GREEN,
WHITE
ATTENTION !!!
In the case the vehicle is eqquiped
with two fuel pressure sensors it is
important to connect the sensors
in proper order. Color of cables
connected to fuel pressure sensor
can be found in the table.
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DIESEL PRESSURE
SENSOR 1

(high pressure)
Applies to
engines fueled via

DIESEL PRESSURE

SENSOR 2 KNOCK KNOCK EXHAUST GAS
(high pressure) SENSOR 1 SENSOR 2 TEMPERATURE
(INSTALLED JUST SENSOR
________ OPTION _ """ _, FOR TYPE-V
ENGINES)
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