PINOUT ZENIT PRO OBD 8 CYL VALTEK 2012

PIN | Wire color Cross- Lenght Function
Jo section | [mm]
[mm’]

Gl | BROWN 0,50 1200 MAP IN

F1 | WHITE 0,50 1200 MAP IN 1

L4 | BLACK 0,50 1200 GND

M3 | RED 0,50 1200 + VKEY

\
BROWN 1700
\

M4 | RED / BLACK 1,50 1500 + BATT

L4 | BLACK 1,50 1500 GND
I I

B1 | BLUE/ BLACK 0,75 1700 EVGAS2

J4 | GREEN 0,50 1700 +VLEVEL

F3 | WHITE 0,50 1700 LEVEL

L4 | BLACK 0,75 1700 GND
I )

K1 | PINK 0,50 1700 RED. TEMP.

L4 | BLACK 0,50 1700 GND

J1 | PINK/BLACK 0,50 1700 GAS TEMP.

L4 | BLACK 0,50 1700 GND
-

Cl | BLUE 0,75 1700 EVGAS1

L4 | BLACK 0,75 1700 GND
I I

L4 | BLACK 0,35 400+2100 | GND

E1l | GREEN 0,35 400+2100 | LEV OUT/TX

D1 | WHITE 0,35 400+2100 | SWITCH/RX

K2 | RED 0,35 40042100 | +SWITCH
1700 +VKEY IN

J3 | ORANGE 0,50 2500 CANH

K3 | ORANGE / BLACK 0,50 2500 CAN L

G3 | GREEN 0,50 2500 ISOH

H3 | GREEN / BLACK 0,50 2500 ISOL
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| |
VIOLET 1700 LAMBDA 1 IN
| |

VIOLET / BLACK 1700 LAMBDA 2 IN
| |

E2 | GREY 0,50 | 1700 INJ B1

E3 | GREY/BLACK 0,50 | 1700 INJ ECU 1

D2 | YELLOW 0,50 | 1700 INJ B2

D3 | YELLOW / BLACK 0,50 | 1700 INJ ECU 2
) A —

C2 | VIOLET 0,50 | 1700 INJ B3

C3 | VIOLET / BLACK 0,50 | 1700 INJ ECU 3

B2 | BLUE 0,50 | 1700 INJ B4

B3 | BLUE / BLACK 0,50 | 1700 INJ ECU 4
[ S T ——

F4 | GREEN 0,50 | 1700 INJ BS

G4 | GREEN / BLACK 0,50 | 1700 INJ ECU5

E4 | RED 0,50 | 1700 INJ B6

H4 | RED/ BLACK 0,50 | 1700 INJ ECU 6
[ S T ——

K4 | BROWN 0,50 | 1700 INJ B7

B4 | BROWN / BLACK 0,50 | 1700 INJ ECU 7

D4 | PINK 0,50 | 1700 INJ B8

C4 | PINK/BLACK 0,50 | 1700 INJ ECU 8
. r 7 ]

M3 | RED/BLACK 0,75 | 1300 +VKEY OUT

M1 | BLUE 0,75 | 1600 OUT GAS 4

L1 | VIOLET 0,75 | 1535 OUT GAS 3

L2 | YELLOW 0,75 | 1470 OUT GAS 2

M2 | GREY 0,75 | 1405 OUT GAS 1
T 7 [ 7 ]

M3 | RED/ BLACK 0,75 | 1300 +VKEY OUT

A1 | PINK 0,75 | 1600 OUT GAS 8

A2 | BROWN 0,75 | 1535 OUT GAS 7

A4 | RED 0,75 | 1470 OUT GAS 6

A3 | GREEN 0,75 | 1405 OUT GAS 5
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